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1. Model configuration and line up 
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2. Dimension 

    SF237 SF225 

    SCMB60 SCMA54 SCMA54 

(A)Width  (mm) 1,245   

(B) Deck width (mm) 1,575 1,445 1,445 

(C) Overall length (mm) 3,385 3,160 3,160 

(D) Length (mm) 2,790  2,725 

(E) Wheel base (mm) 1,375  1,275 

(F) Height without ROPS (mm) 1,910  1,750 

(G) Overall height (mm) 2,120  2,120 

Weight (machine)* (kg) 1,060  910 

*with blower and seat 
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3. Exterior 

Parking  brake 

Cup holder 

Auto / 4WD 
change-over lever 

Throttle lever 

Mower lift lever 

Collector lift lever 

Collector dump lever 

Fuel cap 

Brake pedal 
HST reverse pedal 

HST forward pedal 

PTO ON/OFF switch 

Hazard lamp 

Combination switch 

DPF regeneration  

prohibition switch 

Beacon switch 

Starter switch 

Eco mode switch 

PTO mode switch 

SF237 (New) 

Cutting height  
adjustment switch 

DPF manual  

regeneration switch 
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3. Exterior 

Parking  brake 

Cup holder 

Auto / 4WD 
change-over lever 

Throttle lever 

Mower lift lever 

Collector lift lever 

Collector dump lever 

Fuel cap 

Brake pedal 
HST reverse pedal 

HST forward pedal 

PTO ON/OFF switch 
Hazard lamp 

Combination switch 

Hour meter 

Beacon switch 

Starter switch 

Fuel gauge 

PTO mode switch 

SF225 
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3. Exterior 

SF237 (New) 

(1)  

(2)  

(3)  

(4)  

(5)  

(6)  (7)  

(8)  (9)  

(10)  (11)  

(12)  

(13)  
(14)  

(15)  (16)  (17)  (18)  (19)  (20)  (21)  

(1)   Direction indicator (Left) 

(2) Beacon lamp 

(3) Fuel empty 

(4) Fuel filter sedimenter 

(Lights when water accumulate in the 

filter) 

(5) Parking lamp 

(6) Fuel gauge 

(7) DPF soot level & engine error code 

(8) Hour meter 

(9)  Water temperature 

(10) Head lamp ON 

(11) High beam 

(12)Direction indicator (Right) 

(13)Radiator fan reverse 

(14) 4WD 

(15) NOX error 

(16) Oil pressure lamp 

(17) Water temperature warning 

(18) Battery charge 

(19) Engine warning lamp 

(20) Glow lamp 

(21) Exhausted gas too hot 
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3. Exterior 

Tilt steering 

New SF2 series provide a comfortable operation by tilt steering.  

Steering can be adjusted forward and backward for 35 degree by single action.  

Adjustment handle is located on the left side of steering column. 

35°  

Tilt steering Adjustment handle  

SF225 

(1) (2) (3) (4) (5) (6) (7) (8) (9) (10) 

(11) (12) (13) (14) (15) (16) (17) (18) (19) 

(1) Turning indicator (left) (8) Mower PTO ON (15) Headlight (high beam) 

(2) Collector full (9) Blower PTO ON (16) Position lamp 

(3) 4WD  (10) Turning indicator (right) (17) Mower PTO OFF 

(4) Reversing radiator fan (11) Fuel empty (18) Blower PTO OFF 

(5) Oil pressure (12) Parking brake (19) Glow lamp 

(6) Battery charge (13) Overheated   

(7) Beacon lamp  (14) Headlight (low beam)   
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3. Exterior 

Homologated front and rear combination lamp 

ISEKI standard seat 

Rear combination lamp 

Front combination lamp 

ISEKI standard seat is mounted to ñZ modelò. 
(refer to page 2 for Model configuration and line 
up.) Even longer operation, the seat with me-
chanical suspension and armrest provide a 
comfortable operation. 

Mud guard 

For both SF237 and SF225, mud guard is 
standardly equipped to front tires. It prevents 
oil filter, fuel filter and battery from damage by 
splashed mud and stone.  
Mud guard is composed of iron and rubber as 
like picture on the right side. 

Rubber  Iron  
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3. Exterior 

Beacon lamp stay 

Beacon lamp stay is standardly equipped on the left side of ROPS.  

Please arrange beacon lamp locally. 

Transportation hook (New) 
Two ring hooks for transportation are respectively equipped to front and rear of 

SF237/225. The Hook became wider than the current model  and it is able to use local 

hook . 

Front Rear 

85mm 

85mm 
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3. Exterior 

Floor map (New) 

The floor mat is renewed with one-piece formed 
new design floor mat. ISEKIôs ñ i ñ mark will be  
additionally stamped. 

Hand catcher (New) 

It is easier to ride on the floor with an additionally 
installed hand catcher. 

A new cover additionally installed at rear for the 
purpose of preventing dumped grass from being 
stock. SF225 does not need this cover since there 
is no spot to catch grass after the rear design re-
viewed. 

Cover rear lamp (New) 
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4. Engine 

Fuel tank 
Both SF237 and SF225 are mounting 40L fuel tank which is larger than tank of 

FD13.09 by 17L for long operation. 

Fuel tank cap Fuel tank  

   New  

      SF237 SF225 

     

Engine model   E3FH E3112-G08 

No. of cylinders   3  

Bore   (mm) 87 78.2 

Stroke   (mm) 102.4 78 

Displacement (L) 1.826 1.123 

Output Gross (kW{PS}) 25.7{34.9} 16.3{22.2} 

  Net (kW{PS}) 24.8{33.7} 16.1{21.9} 

Rated rotation speed (min-1) 2600  

Max. torque   (N-m) 112.5 65.0 

Fuel injection   DI  

Common rail   STD  

After-treament system   DOC + DPF  

Emission regulations   StageV StageV 
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To keep engine room clean, engine is fully covered 
by engine hood and also clearance gap between 
engine and shooter is covered by plate.  
Engine hood open backward and handle is 
equipped to left side of engine hood. 

Engine hood 

Handle  for opening 
engine hood 

Cover net             Fig. 1                Engine room 

There is a cover net in front of cooling fan which keeps engine room clean.  
To take grass and dust from the net, pull it out from engine room as fig.1.  

Cover net 

Covered by plate 

Radiator 
Grass and dust which stick to radiator will be taken 
off by automatic reversing radiator every 5 minute.  
Intake fresh air to engine room prevent overheat 
and also free maintenance of radiator lead to  

efficient work.   

Radiator 
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Traditionally, ñparticulate matterò (PM) emitted from engines has been regulated by its ñweightò. In this 

new regulation, not only ñweightò limits is stricter, but also a new regulation called ñPN limitsò has been 

introduced. Thatôs because PM ñweightò value does not reflect the exact values of ultra-fine particles that 

can easily enter into the human body. For this reason, this ñPN limitsò will newly regulate particles by its 

ñnumberò instead. In order to pass this strict regulation, we have to additionally install some equipment 

such as DOC (Diesel Oxidation Catalyst), DPF (Diesel Particular Filter) , Common-rail system and so on. 

- After-treatment system 

In the common rail fuel injection system, fuel that does not burn in the cylinder is injected, and the amount 

of inhaled air is controlled to raise the exhaust gas temperature in the DOC. Accumulated soot in the DPF 

is burned by the high-temperature exhaust gas. In this case, as shown in the figure, the gas temperature 

needs to be 250 degrees or higher  before flowing into the DOC to activate the catalyst. As a result, the 

temperature of the gas flowing into the DPF is over 600 degrees and the accumulated soot burns. 

- New emission regulation 

From the beginning of 2019       

Engine output 
Regulation 

CO HC NOx PM mass PN 

kW PS g/kWh g/kWh g/kWh g/kWh #/kWh 

19P 37 25.8P 50 Stage V 5.00 HC+NOx  0.015 1x1012 

        

By the end of 2018       

Engine output 
Regulation 

CO HC NOx PM mass  

kW PS g/kWh g/kWh g/kWh g/kWh  

19P 37 25.8P 50 Stage IIIA 5.5 HC+NOx  0.6  

StageV engine (New) 
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DPF regeneration 

inhibit switch 

DPF manual 

regeneration 

switch 

The amount of soot accumulated in the DPF is calculated according to the operating conditions or environ-

mental conditions, and automatic combustion starts when the soot level exceeds a certain threshold (Active 

regeneration). Even when the amount of soot accumulation exceeds a certain level, depending on the condi-

tions, automatic combustion may not start. When manual regeneration is requested, it is necessary to press 

the DPF manual regeneration switch and burn the soot manually. In the worst case where forced regenera-

tion is not possible, the DPF must be replaced. On the other hand, if you want to temporarily stop active re-

generation, press the DPF regeneration inhibit switch for 3 seconds to stop automatic combustion. The re-

generation inhibit mode is canceled by turning the key switch off or pressing the switch again for 3 seconds. 

On the dash board, there is a green switch which is used to switch on and off ñEco modeò. While ECO mode is 

on, the maximum engine speed (at no load) is limited to 2550 min
-1
. This system helps us to save fuel con-

sumption and extends the life of the engine.  

- Eco mode 

- Active Regeneration 


